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SUBJECT INDEX TO VOLUME XVI—1965 


AERODYNAMICS 

See also Base Drag, Boundary Layer, Com- 
bustion, Ducts, Intakes, Shock Tubes. 

Applications of Linearised Characteristics 
to Sharp-Edged Conical Bodies, L. C. 
Squire, p. 1 (February). 

Some Aspects of the Design of Half-Ring 
Wing-Body Combinations with Pres- 
cribed Wing Loadings, K. C. Moore and 
J. G. Jones, p. 55 (February). 

The Growth of a Vortex in Turbulent Flow, 
H. B. Squire, p. 302 (August). 


BASE DRAG 
An Analysis of the Turbulent Base Pressure 
Problem in Supersonic Axisymmetric 
Flow, H. McDonald, p. 97 (May). 
The Effect of a Rear-Mounted Disc on the 
Drag of a Blunt-Based Body of Revolu- 
tion, W. A. Mair, p. 350 (November). 


BOUNDARY LAYER 
Shock-Induced Separation of a Laminar 
Boundary Layer in Supersonic Flow 
Past a Convex Corner, N. Curle, p. 33 
(February). 
~ Boundary Layer on a Townend Surface, 
C. Cooke and O. K. Jones, p. 145 
(May). 
Erratum: to paper on Skin Friction by 
A. D. Young published in November 
1964 (Vol XV, p. 392), p. 96 (February). 


BUCKLING 

General Instability of Stiffened Circular 
Conical Shells under Hydrostatic 
Pressure, M. Baruch and J. Singer, p. 187 
(May). 

Shear Buckling of Clamped Infinitely Long 
Plates—Influence of Torsional Rigidity of 
Transverse Stiffeners, K. C. Rockey and 
I. T. Cook, p.92 (February). 

The Instability of Buckle Pattern in Cylin- 
drical Shells under Axial Compression, 
E. H. Mansfield, p. 275 (August). 


COMBUSTION 
The Mixing of Turbulent Supersonic Fuel- 
Air Streams, J. M. Forde, p. 377 
(November). 


DUCTS 

Design of Two-Dimensional Free Stream- 

line Suction Slots for Parallel Channels, 
T. F. Lau, p. 243 (August). 

Laminar Flow in a Uniformly Porous 
Channel with Large Injection, R. M. 
Terrill, p. 323 (November). 

Radial Flow of Compressible Fluids 
Between Discs, Tsung Yen Na, p. 282 
(August). 


FATIGUE 
A Large Scale Fatigue Test of Aluminium 
Specimens, N. T. Bloomer and T. F. 
Roylance, p. 307 (November). 


FLUTTER 

Effect of Linear Damping on Flutter Speed. 
Part I: Binary Systems, E. Nissim, p. 159 
(May). 
Part II: Systems with Three or More 
Degrees of Freedom, E. Nissim, p. 231 
(August). 

On a Method for the Detection of the 
Important Flutter Modes, E. Nissim, 
p. 361 (November). 


HEAT TRANSFER 

An Application of Conformal Mapping to a 
Three-Dimensional Unsteady Heat 
Conduction Problem, P. A. Laura and 
M. Chi, p. 221 (August). 

The Increase of Ablation Effectiveness by 
Surface-Active Compounds, 
Steverding, p. 289 (August). 


INTAKES 

Structure of the Flow Associated with a 
Two-Dimensional Supersonic Intake, 
L. F. Henderson, p. 122 (May). 

The Three-Shock Confluence on a Simple 
Wedge Intake, L. F. Henderson, p. 42 
(February). 

The Use of Excess Engine Exit Area over 
Intake Area to Reduce Zero-Lift Drag at 
High Supersonic Speeds, L. C. Squire, 
p. 260 (August). 


SHOCK TUBES 
On the Piston Motion of a Free-Piston 
Shock Tube, Tzy C. Peng and Theo. F. 
Elbert, p. 369 (November). 


SPACE TRAJECTORIES 
Optimal Trajectories and the Accessory 
Minimum Problem, D. J. Bell, p. 205 


(August). 


STRESS CONCENTRATION 
On the Axisymmetrical Stress Concentration 
at an Eccentrically Reinforced Circular 
Hole in a Plate, W. H. Wittrick, p. 15 
(February). 


STRUCTURAL THEORY 
See also Buckling, Stress Concentration, 
_ Vibration. 
Discontinuities in Bent Plates, R. G. 
Redwood, p. 388 (November). 
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(Subject Index continued ) 
TURBO-MACHINES 
Note on the Speed of Stall Propagation in a 
Cascade of Aerofoils, F. Cheers and G. C. 
Funnell, p. 179 (May). 
Pseudo-Radial Equilibrium in _ Flared 
Annuli, J. H. Horlock, p. 83 (February). 
Erratum: to paper on Coolant Injection by 
P. G. Hill published in November 1963 
(Vol. XIV, p. 331), p. 96 (February). 
Erratum: to paper on Stability in Axial 
Compressors by W. T. Howell published 
in November 1964 (Vol. XV, p. 328), 
p. 96 (February). 


VIBRATION 
See also Flutter. 
Interpolation of Mode Shapes, G. T. S. 
Done, p. 333 (November). 


The Fundamental Flexural Vibration of a 
Cantilever Beam of Rectangular Cross 
Section with Uniform Taper, J. S. Rao, 
p. 139 (May). 

Erratum: to paper on Helicopter Blade 
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in August 1962 (Vol. XIII, p. 235), p. 306 
(August). 
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